
BorSafe™ HE3498-LS
High Density Polyethylene

Borealis AG

Описание материалов:
BorSafe HE3498-LS is a bimodal polyethylene compound produced by the advanced Borstar technology.
It's fully stabilized against thermal degradation and the die buid-up during extrusion is minimized. Furthermore, it has a highly covered pigment that
gives a bright colored stripe even when extruded as a thin layer on a black pipe. It also contains UV-stabilizer.
BorSafe HE3498-LS recommended for the production of identifying stripes of black pipes produced from BorSafe HE3490-LS

Главная Информация

Добавка Неуказанный стабилизатор

UV Stabilizer

Характеристики Хорошая стабильность цвета

Хорошая термостойкость к старению

Хорошая устойчивость к ультрафиолетовому излучению

Используется Трубопроводы

Внешний вид Оранжевый

Формы Гранулы

Метод обработки Коэкструзия

Физический Номинальное значение Единица измерения Метод испытания

Плотность 0.953 g/cm³ ISO 1183

Массовый расход расплава (MFR)
(190°C/5.0 kg) 0.30 g/10 min ISO 1133

* Отказ от ответственности: Информация на этой странице предоставлена производителем, и поставщик документа не несет никакой
юридической ответственности. Все права защищены. Пожалуйста, немедленно свяжитесь с нами в случае каких-либо нарушений.

Свяжитесь с нами

Susheng Import & Export Trading Co.,Ltd.
Телефон: +86-021-58958519

Мобильный телефон: +86-13424755533

Email: sales@su-jiao.com

Адрес: Господин Чжао

Район Фэнсянь, Шанхай, Китай
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